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SINKER BARS

API 11B License Number: 11B-0189

API Q1 Registration Number: Q1-4792

ISO 9001 Registration Number: 5118

BUILT TO LAST

Made to Perform

Chemical Composition

C C K DA

G10350M G153600M G47200M G41400M

�+�V�I�]�� White �&�P�Y�I�� Yellow

GRADE 

UNS Series Steel 

End Cap Color 

Mechanical Properties

0.32 - 0.38 0.34 - 0.39 0.19 - 0.23 0.38–0.43

0.60 - 0.90 1.15 - 1.35 0.85 - 1.05 0.75 - 1.00

Carbon, % 

Manganese, % 

Phosphorus, % 0.04 max 0.04 max 0.03 max 0.030 max

Sulfur, % 0.050 max 0.04 max 0.04 max 0.035 max

Silicon, % 0.15 - 0.35 0.15 - .035 0.15 - 0.35 0.15–0.35

Nickel, % --- 0.25 max 0.90 - 1.20 0.25 max

Chromium, % --- 0.20 max 0.80 - 1.05 0.90 - 1.10

Molybdenum, % --- 0.06 max 0.22 - 0.30 0.15 - 0.25

Vanadium, % 0.020 - 0.050 0.04 - 0.07 max 0.02 - 0.045 0.07 - 0.09 max

Copper, % --- 0.35 max 0.40 - 0.60 0.35 max

Yield Strength,
2-inch offset, kpsi 60 min. 60 min. 85 min 85 min.

Tensile Strength, kpsi 90 - 115 90 - 115 115 - 130 115 - 140

Elongation, 8-inches, % 10 min. 10 min. 10 min. 10 min.

Reduction of Area, % 20 min. 20 min. 20 min. 20 min.
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Manufacturing Plant 

502 South Oakland Ave 

Nappanee, IN 46550 

(574) 227-1288 Ref.V20250105


